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Cladding the outside of a building with Warmshell is an excellent way to upgrade its 
thermal performance, looks and improve its weather protection.  
 
Warmshell is a high performance construction system that uses insulating wall board and lime-
based render. Once in place, it provides an effective and simple way to increase insulation 
values for a wide range of properties - keeping walls warm, dry and weather-proofed. 
Warmshell also helps to create a more comfortable and healthier living space within the 
property itself. 
 
 
 

The Warmshell system is designed to be as warm and breathable as possible and is ideal in the thermal 

upgrade of solid wall masonry walls, historic timber frames and new construction too. 

Highly breathable Boards and render Good airtightness  

Good impact and weather resistance  Tested in accordance with ETAG 004 

Lime based mineral render system Low thermal bridging 

Sound protection  Heat storage in hot and cold weather 

Good fire protection  Thermal insulation for solid  walls and timber 
frames 

 
 

The Warmshell system has been tested against and meets ETAG004 external wall 
insulation and is certified with a CE mark. It is also undergoing BBA assessment. 
 
The Warmshell system consists of interlocking insulation panels made of compressed natural 
wood fibre. These come in 40mm, 60mm, 80mm and 100mm thicknesses, depending on the 
insulation levels required. 
 
Once the panels are in place, a first coat of Lime Green Prepbond WP with reinforcing mesh is 
applied to give structural integrity across the whole wall surface, followed by a top coat of Lime 
Green Finish WP to a total thickness of 15mm. 
 


